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MW-wall-panel-fire protection, soundproofing and thermal insulation

As of:  03/22

F 401-1
Base

Apply sealing compound or
a sealing tape to sandwich
panel side joints

Seal the outside of the 
transom at the joint!
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MW-wall-panel-fire protection, soundproofing and thermal insulation

As of:  03/22

F 402-1
Base

18 / 6-18
14 / 1-4

pilaster strip profile

draining water

- laid horizontally -
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MW-wall-panel-fire protection, soundproofing and thermal insulation

As of:  03/22

F 403-1
Base

Assembly foam  or
flexible PE foam strip 
or mineral wool, compressed.
Observe moisture protection!

14 / 3-9

connecting profile

≥ 150

≥ 
10

± 0,0

- laid horizontally -
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MW-wall-panel-fire protection, soundproofing and thermal insulation

As of:  03/22

F 404-1
Outside corner

connection angle
end overlap

14 / 2-6
glue on the butt edge

10 / 2-6

connection 
angle

14 / 1-4

14 / 1-4

mineral wool insulation
compressed

cover during 
assembly time

(optional)
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MW-wall-panel-fire protection, soundproofing and thermal insulation

As of:  03/22

F 405-1
Outside corner

10 / 2-6

10 / 2-6

connection angle

14 / 1-4

connection angle
end overlap

14 / 2-6
glue on the butt edge

14 / 1-4

mineral wool insulation
compressed

cover during 
assembly time

(optional)

Apply sealing compound or a sealing 
tape to the side joints 14 /3-9

Apply sealing compound or a sealing 
tape to the side joints 14 /3-9

- horizontal -
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MW-wall-panel-fire protection, soundproofing and thermal insulation

As of:  03/22

F 406-1
End lap with pilaster

14 / 3-9

15 / 4

apply sealing compound or a sealing 
tape to the side joints

mineral wool insulation
compressed

cover during 
assembly time

(optional)

apply sealing compound or a sealing 
tape to the side joints

pilaster strip profile

- horizontal -


