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Application Interior use

Temperature range ≥6°C

Abmessungen Width: 600 mm – 1300 mm (in 50 mm increments) 
Height: 1500 mm – 3000 mm (in 50 mm increments) 
Door leaf insulation thickness: 60 mm 
Frame insulation thickness: 60 mm – 220 mm (60; 80; 100; 120; 140; 170; 200; 220)

Dimensions Without threshold (28OSL) 
Threshold for cold-store cell (24SFZ) 
Threshold for partition wall (25TRW) 
Threshold for concrete (26SFB) – without threshold substructure 
L-threshold for concrete with heating (35LBH), unheated

Surface finishes Door leaf (inside/outside): ROMA colour range 
Frame (inside/outside): ROMA colour range I Standard: Stainless steel (V2A)

Accessories Handle Handle height: 1000 mm (standard)
Handle set:
DSTD (standard handle set) 
PANB (panic handle set type B) 
PANE (panic handle set type E) 
KABA (handle set for KABA cylinder) 
PANE KABA (panic handle set type E for KABA cylinder)

Key set E7 available

Door contact switch RC 23 1W-5M

Door closer GEZE TS 5000 (outside only)

Window (thermally 
separated frame):

Max. clear width: LW – 400 mm 
Max. clear height: LH – 400 mm

Hinges • Varioflex flap hinge (standard)
• �Stainless steel hinge (optional)

Width ≥ 1500 mm and Height ≥ 2500 mm → 5 hinges 
Width ≥ 1300 mm and Height ≥ 2400 mm → 4 hinges 
Width ≥ 1000 mm and Height ≥ 2000 mm → 2 hinges 
With window → +1 hinge 
Max. 5 hinges

Heating none

Pressure  
compensation Fermod RAL 7043, unheated

Bumper guard / Im-
pact protection

1.5 mm folded stainless steel sheet (outside / inside / both sides) 
Bumper guard height: 
– With Varioflex hinges: 150 mm
– With stainless steel hinges: 122 mm

BEZI 
Industrial room door, single-leaf, integrated frame


