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DEZN-M 
Single-leaf hinged door, retrofitted frame, magnetic lock

Application Interior use

Temperature range –25 °C to +40 °C

Dimensions Width: 600 mm – 1400 mm (in 50 mm increments) 
Height: 1500 mm – 2600 mm (in 50 mm increments) 
Door leaf insulation thickness: 60 mm – 140 mm (60; 100; 140) 
Frame insulation thickness: 60 mm – 220 mm (60; 80; 100; 120; 140; 170; 200; 220)

Frame width 90mm -140mm

Threshold versions Without threshold (OSL) 
Threshold for cold-store cell (01SFZ) 
Threshold for partition wall (03TRW) 
Threshold for cold-store cell/concrete floor (02SZB)

Surface finishes Door leaf (inside / outside): ROMA colour range 
Frame (inside / outside): ROMA colour range  |  Standard: Stainless steel

Hinges / Magnets Corner hinges: Varioflex 
Height > 1500 mm and Height > 2500 mm → 5 hinges/magnets 
Width > 1300 mm and Height > 2400 mm → 4 hinges/magnets 
Width > 1000 mm and Height > 2000 mm → 2 hinges/magnets 
With window → 1 hinge/magnet 
Max. 5 hinges/magnets

Seal EPDM (standard); silicone

Accessories Handle Handle height: 1000 mm (standard)
Interior handle 2320 (recessed type) (1005650)
Magnetic door lock (KABA compatible)

Door contact switch RC 23 1W-5M

Window (thermally 
separated frame)

max. clear width:
– outside handle area
– adjacent to handle
max. clear height:

Heating element outward-opening (HNA) (standard)
inward-opening (HNI)

without heating
non-replaceable heating element
heating required below +6 °C

Pressure  
compensation

Fermod RAL 7043 
If the door is heated, the pressure compensation unit is heated as well.

Bumper guard /  
Impact protection

1.5 mm folded stainless steel sheet (outside / inside / both sides) 
Bumper guard height: 150 mm

Luminous sticker / 
Glow-in-the-dark label „PUSH-Drücken“

Earthing strap for 
equipotential bonding Integrated in door leaf

LW - 200mm 
LW - 400mm
LH - 400mm
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